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(b) Definition of ‘‘not available for im-
mediate use.’’ A net that can be shown
not to have been in recent use and that
is stowed in conformance with one of
the following methods is considered to
be not available for immediate use:

(1) Below deck stowage. (i) It is stored
below the main working deck from
which it is deployed and retrieved;

(ii) The towing wires, including the
leg wires, are detached from the net;
and

(iii) It is fan-folded (flaked) and
bound around its circumference.

(2) On-deck stowage. (i) It is fan-folded
(flaked) and bound around its circum-
ference;

(ii) It is securely fastened to the deck
or rail of the vessel; and

(iii) The towing wires, including the
leg wires, are detached from the net.

(3) On-reel stowage. (i) It is on a reel
and its entire surface is covered with
canvas or other similar material that
is securely bound;

(ii) The towing wires are detached
from the net; and

(iii) The codend is removed and
stored below deck.

(4) Other methods of stowage. Any
other method of stowage authorized in
writing by the Regional Administrator
and subsequently published in the FED-
ERAL REGISTER.

(c) Mesh obstruction or constriction.
The owner or operator of a fishing ves-
sel shall not use any combination of
mesh or liners that effectively de-
creases the mesh size below the mini-
mum mesh size, except that a liner
may be used to close the opening cre-
ated by the rings in the rearmost por-
tion of the net, provided the liner ex-
tends no more than 10 meshes forward
of the rearmost portion of the net.

(d) Net obstruction or constriction. The
owner or operator of a fishing vessel
shall not use any device, gear, or mate-
rial, including, but not limited to, nets,
net strengtheners, ropes, lines, or chaf-
ing gear, on the top of the regulated
portion of a trawl net that results in an
effective mesh opening of less than 17⁄8
inches (48 mm) diamond mesh, inside
stretch measure. Net strengtheners
(covers), splitting straps and/or bull
ropes or wire may be used, provided
they do not constrict the top of the
regulated portion of the net to less

than an effective mesh opening of 17⁄8
inches (48 mm), diamond mesh, inside
stretch measure. Net strengtheners
(covers) may not have an effective
mesh opening of less than 4.5 inches
(11.43 cm), diamond mesh, inside
stretch measure. ‘‘Top of the regulated
portion of the net’’ means the 50 per-
cent of the entire regulated portion of
the net that (in a hypothetical situa-
tion) would not be in contact with the
ocean bottom during a tow if the regu-
lated portion of the net were laid flat
on the ocean floor. For the purpose of
this paragraph (d), head ropes are not
to be considered part of the top of the
regulated portion of a trawl net.

[61 FR 34968, July 3, 1996, as amended at 62
FR 14648, Mar. 27, 1997; 63 FR 1774, Jan. 12,
1998]

Subpart C—Management
Measures for Atlantic Salmon

§ 648.40 Prohibition on possession.

(a) Incidental catch. All Atlantic
salmon caught incidental to a directed
fishery for other species in the EEZ
must be released in such a manner as
to insure maximum probability of sur-
vival.

(b) Presumption. The possession of At-
lantic salmon is prima facie evidence
that such Atlantic salmon were taken
in violation of this regulation. Evi-
dence that such fish were harvested in
state waters, or from foreign waters, or
from aquaculture enterprises, will be
sufficient to rebut the presumption.
This presumption does not apply to
fish being sorted on deck.

Subpart D—Management Meas-
ures for the Atlantic Sea Scal-
lop Fishery

§ 648.50 Shell-height standard.

(a) Minimum shell height. The mini-
mum shell height for in-shell scallops
that may be landed, or possessed at or
after landing, is 3.5 inches (89 mm).
Shell height is a straight line measure-
ment from the hinge to the outermost
part of the shell, that is, the edge far-
thest away from the hinge.

(b) Compliance and sampling. Compli-
ance with the minimum shell-height
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